Model :TS231U
Headline
TS231U
2bay 3.5’’ HDD tower RAID 0/1/JBOD USB3.0/eSATA interface
Feature

Two 3.5” SATA HDD bay

USB 3.0 transfer rate up to 5Gbps

Built-in power supply

Tool-free

70mm x 70mm cooling fan

Plug and play

Introduction

Teratrend created an incredible RAID base storage product, TS231U. It connects to the PC via 5Gbps SuperSpeed USB 3.0 interface or 3Gbps eSATA interface which enables data transfer with maximum compatibility and stability, making TS231U the best choice for taking your data with SuperSpeed on RAID 0 and mirror mode on RAID 1.
	ITEM
	VALUE

	Model No.
	TS231U

	Enclosure Material
	Aluminum + SECC

	Color
	Black

	Power Supply
	Internal universal power supply design

Input: AC 100-240V, 50Hz/60Hz 

Output: DC +12V-3.5A /+5V-3.5A

	RAID mode
	RAID 0, 1, BIG, Normal

	Drive Size Support
	3.5” HDD/SSD

	Drive Capacity Support
	Up to 4TB per HDD is supported

2 HDDs of identical capacity are highly recommended

	Drive Interface Support
	SATA III/SATAII/SATAI

	LED Indicator
	Power LED - Blue for power on 

HDD status LED - Blue for HDD detected / rebuilt

Red flashing for HDD access / rebuilding

	Enclosure Interface
	USB3.0 (Max. 5Gbps) compatible with USB 2.0, eSATA

	Cooling FAN
	70mmx70mm cooling fan x1

	Net Weight
	1900±20g

	Dimension
	214mm(D)x130mm(W)x115mm(H)

	Certifications
	CE、FCC、RoHS compliance

	Environment
	Operating Temperature: 5°C ~ 35°C 

Operating Humidity: 20%RH ~ 80%RH 

Storage Temperature: -20°C ~ 50°C 

Storage Humidity: 20%RH ~ 80%RH

	Accessories
	TS231U (hard drives not included) 

USB 3.0 cable x 1

e-SATA cable x 1

Power cord x 1

User manual x 1

	Computer System Requirements
	Windows XP, Vista, 7

Mac OS 10.x

Linux Kernel 2.6.31 or above

Computer with SuperSpeed USB3.0 or USB2.0 interface

* Only Windows XP 64 bit/Vista/7 /OS X/Linux can support when RAID capacity over 2TB


